
VERTICAL ACTING FIRE DOOR SYSTEMS

Vertical Coiling Counter Shutters
AUTO-SET® CFS Series

The automatic resetting Auto-Set® Counter Fire and Smoke Rated Model CFS shutter can be designed 
to accommodate almost any opening variation up to 28 feet in width and 12 feet in height for both interior 
and exterior applications. Unlike conventional counter shutters the Auto-Set® Model CFS is easily tested 
and reset by on site building personnel.

Auto-Set® Model CFS | Vertical Coiling Fire Rated Counter Shutters

Auto-Set® Model CFS fire shutters can be 
designed to accommodate almost any opening 
variation. They are available in a variety of 
colors and finishes including McKeon sterling 
gray, powder coat or stainless steel and can be 
manually, hand crank or motor operated.
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Model CFS: Main Components

1	 Hood

2	 Fire Door Motor Operator

3	 Curtain Slats

4	 Guides

5	 Bottom Bar

3

4

1

2

5

1

2

This technology is the subject of U.S. Patent Nos. 5,245,879 - 5,605,185 - 5,673,514 - 5,893,234

Product Features
Ratings

Up to 3-hour rated UL 10B*

Smoke & Draft labeled UL 1784 

Code Compliance

Not applicable

Egress

Not applicable

Operation

Auto-Set® automatic resetting 

Fail-Safe Design - automatic 
self-closing mechanism does not 
require power operation

Size

Widths to 28' and heights to 
12'; for larger sizes and custom 
configurations consult the factory 

Finishes

McKeon sterling gray

Powder coat

Stainless steel

MODEL OPERATION
	 Open	 Self-Close EGRESS FUNCTION

CFS-M Auto-Set® Power Operator Fail-Safe Mechanical N/A Motor Operated Fire Shutter

CFS-HK Hand-crank Fail-Safe Mechanical N/A
Hand-Crank Operated 

Fire Shutter

CFS-PP Manual Push-up Mechanical N/A
Manually Operated 

Fire Shutter

*Listed under the Canadian equivalent CAN/ULC S104


