
SMOKE RATED CURTAIN SYSTEMS

Vertical Coiling Deployable Draft Curtain
SMOKEFIGHTER™ Model D100

The McKeon SmokeFighter D100 is manufactured from protective curtain assembly material that has 
been tested and certified under UL 10B, 10C, 10D and UL 1784; and approved to span unlimited widths 
and heights up to 24 feet. The test criteria included side guides, however, the test parameters for draft 
curtains do not require any of the above certifications except to resist the passage of smoke. Thus, the 
McKeon D100 exceeds the fire and life safety requirements for draft curtains in the building code.

The SmokeFighter D100 is rated to stop both fire and smoke and will deploy only upon alarm or emergency condition leaving the space free of any 
fixed materials during normal conditions.
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D100: Main Components

1	 Hood Assembly

2	 Deployable Draft Curtain

3	 Bottom Bar

4	 Finish Floor
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Product Features
Fire & Smoke Ratings

Approved materials in 
compliance with IBC Section 
910.3.5.1

Code Compliance

ESR (pending)

Egress
Not required

Operation

Auto-Set® automatic resetting

�Fail-Safe Design - automatic 
self-closing mechanism does not 
require power operation

Size

Unlimited widths; heights to 24'

Finishes (metal components)

McKeon sterling gray

Powder coat

Stainless steel

The SmokeFighter D100 hood assembly is available with one barrel or multiple barrels to accommodate unlimited widths.

HOOD ASSEMBLY
FIRE RATED WALL

BOTTOM BAR ASSEMBLY

GUIDE ASSEMBLY

FINISH CEILING (IF APPLICABLE)

MODEL OPERATION
	 Open	 Self-Close EGRESS

D100 Auto-Set® Power Operator Fail-Safe Mechanical N/A


